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YARDMAX YCP320 Plate Compactor Pad Instruction Manual
FOR YARDMAX YC0850 PLATE COMPACTOR

1. Introduction

The YARDMAX YCP320 Plate Compactor Pad is an accessory designed to protect delicate surfaces
during compaction with the YARDMAX YC0850 plate compactor. This pad prevents marring and breaking
of materials such as pavers, ensuring a clean and undamaged finish.

2. Product Overview

Key features of the YARDMAX YCP320 Plate Compactor Pad include:

Compatibility: Specifically designed for seamless integration with the YARDMAX YC0850 plate
compactor.

Surface Protection: Constructed to prevent direct contact between the compactor's metal plate and
sensitive surfaces, reducing the risk of damage.

Dimensions: Measures approximately 12.5 inches (W) x 20 inches (L).

Easy Installation: Engineered for straightforward attachment to the compactor.

3. Safety Information

Always adhere to safety guidelines when installing or operating this accessory. Failure to do so may result
in injury or damage to equipment.

Always wear appropriate personal protective equipment (PPE), including safety glasses, gloves, and
hearing protection, when working with compaction equipment.

Ensure the YARDMAX YC0850 plate compactor is turned off, the engine is cool, and the spark plug
wire is disconnected before attempting any installation, removal, or maintenance of the compactor
pad.

Refer to the main YARDMAX YC0850 Plate Compactor instruction manual for comprehensive safety
instructions related to the compactor itself.

Keep hands and feet clear of moving parts during operation.

4. What's in the Box
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Upon unpacking, verify that all components are present:

Paving Pad Kit

Mounting Hardware (bolts, washers, nuts)

Image 1: The YARDMAX YCP320 Plate Compactor Pad shown with its accompanying mounting hardware, including bolts
and nuts, laid out on a white background.

5. Installation

Follow these steps to properly install the YCP320 Plate Compactor Pad onto your YARDMAX YC0850
compactor:

1. Prepare the Compactor: Ensure the YARDMAX YC0850 plate compactor is powered off, the engine
is cool, and the spark plug wire is disconnected. Position the compactor on a stable, flat surface.

2. Locate Mounting Points: Identify the pre-drilled mounting holes on the base plate of your YC0850
compactor.

3. Align the Pad: Carefully place the YCP320 pad onto the compactor's base plate, aligning the holes
on the pad with the mounting holes on the compactor.

4. Secure with Hardware: Insert the provided bolts through the aligned holes from the top of the pad



and compactor base. Attach washers and nuts to the bolts from underneath.

5. Tighten Fasteners: Using appropriate tools, securely tighten all nuts and bolts. Ensure the pad is
firmly attached and does not shift. Avoid overtightening, which could damage the pad or compactor.

6. Final Check: Verify that the pad is evenly seated and all hardware is secure before operating the
compactor.

6. Operation

Once the YCP320 pad is securely installed, the plate compactor can be used for its intended purpose on
sensitive surfaces.

Operate the plate compactor according to the instructions provided in its primary user manual.

The pad acts as a protective layer, allowing for compaction of materials like pavers without direct
contact from the metal plate.

Regularly inspect the pad during operation for any signs of wear, damage, or loosening.

7. Maintenance

Proper maintenance extends the life of your compactor pad and ensures continued performance.

Cleaning: After each use, clean the pad to remove any accumulated dirt, debris, or material residue.
A stiff brush and water can be used. Ensure the pad is dry before storage.

Inspection: Periodically inspect the pad for any signs of cuts, tears, cracks, or excessive wear. A
severely worn or damaged pad should be replaced immediately to prevent damage to surfaces.

Hardware Check: Regularly check the tightness of all mounting hardware. Vibrations during
operation can cause fasteners to loosen over time.

Storage: Store the compactor with the pad attached in a clean, dry area, away from direct sunlight
and extreme temperatures.

8. Troubleshooting

This section addresses common issues you might encounter with the YCP320 Plate Compactor Pad.

Problem Possible Cause Solution

Pad is loose or
detaching during
operation.

Mounting hardware
is loose or
improperly installed.

Stop compactor immediately. Re-tighten all mounting bolts
and nuts. Ensure correct installation as per Section 5.

Surface being
compacted is still
getting marred.

Pad is damaged,
worn, or has
embedded debris.

Inspect the pad for damage or embedded foreign objects.
Clean the pad thoroughly. Replace the pad if it is
significantly worn or damaged.

Difficulty aligning
pad during
installation.

Incorrect positioning
or misalignment.

Ensure the pad is oriented correctly and carefully align all
holes before inserting bolts. Do not force the pad into
place.

9. Specifications

Model: YCP320

Compatibility: YARDMAX YC0850 Plate Compactor



Dimensions (Approximate): 12.5 inches (W) x 20 inches (L) x 0.9 inches (Thickness)

Weight (Approximate): 1 Pound

Material: Heavy-duty rubber/urethane composite

10. Warranty and Support

For detailed warranty information, product registration, or technical assistance, please visit the official
YARDMAX website or contact their customer support department. Keep your purchase receipt for warranty
claims.

YARDMAX Official Website: www.yardmax.com

https://www.yardmax.com
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