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Amerock BP4051726

Amerock Bar Pulls Cabinet Hardware Instruction
Manual

MoboEeL: BP4051726

Brand: Amerock

1. Introduction

This manual provides essential information for the installation, use, and maintenance of your Amerock Bar Pulls
cabinet hardware, Model BP4051726. These pulls feature a sleek, modern design with a Polished Chrome finish and
a 5-1/16 inch (128 mm) center-to-center measurement. Crafted from high-quality carbon steel, they offer durability
and a clean aesthetic for various cabinetry applications.
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Image 1: Amerock Bar Pull in Polished Chrome, 5-1/16 inch (128 mm) Center-to-Center.

2. Included Components
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Each Amerock Bar Pull package includes the following:

« 1 x Cabinet Pull
o 2 X #8-32 x 1 inch Machine Screws
o 2 X #8-32 x 1.5 inch Machine Screws
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Installation Hardware Included

O #8-32 x lin © #8-32 x 1.5in
Machine Screw Machine Screw
Included Qty. 2 Included Qty. 2

Image 2: Included mounting screws (1-inch and 1.5-inch) with the cabinet pull.

3. Setup and Installation

Amerock Bar Pulls are designed for easy installation. Follow these steps to properly install your new cabinet
hardware:

1. Measure Center-to-Center (CTC): Determine the distance between the center of the two screw holes on your
cabinet door or drawer. This is crucial for selecting the correct pull size and for accurate drilling if new holes
are required. For Model BP4051726, the center-to-center spacing is 5-1/16 inches (128 mm).

2. Mark Drilling Locations: If replacing existing pulls, ensure the new pull's CTC matches the existing holes. If
installing on new cabinetry or requiring new holes, carefully mark the drilling locations on your cabinet surface
using a template or ruler.

3. Drill Holes: Using an appropriate drill bit for your cabinet material, carefully drill pilot holes at the marked
locations. Ensure the holes are straight and clean to prevent damage to the cabinet.

4. Attach Pull: Insert the provided machine screws through the back of the cabinet door or drawer. Align the pull
with the screws and thread the screws into the pull.

5. Tighten Screws: Hand-tighten the screws until the pull is secure. Avoid over-tightening, which can strip the
screws or damage the cabinet material.
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Image 3: Detailed dimensions of the Amerock Bar Pull, including Center-to-Center (C) measurement.

Video 1: Official Amerock guide on how to measure center-to-center for cabinet hardware.

4. Operating Instructions

Once installed, your Amerock Bar Pulls provide a functional and aesthetic means to open and close cabinet doors
and drawers. Simply grasp the pull and apply gentle force to operate the cabinet mechanism.



Image 4: Amerock Bar Pulls enhancing the functionality and appearance of kitchen cabinetry.



5. Maintenance and Care

To maintain the finish and appearance of your Amerock Bar Pulls, follow these simple care instructions:

o Clean regularly with a soft, damp cloth.

» Avoid using abrasive cleaners, harsh chemicals, or polishing agents, as these can damage the Polished

Chrome finish.

o Periodically check the mounting screws for tightness and re-tighten if necessary to ensure secure attachment.

6. Troubleshooting

Amerock Bar Pulls are designed for durability and reliable performance. Should you encounter any issues, consider

the following:

o Loose Pull: If the pull feels loose, gently tighten the mounting screws from the inside of the cabinet door or

drawer. Do not over-tighten.

o Scratches/Damage: Minor surface imperfections may occur with normal use. For significant damage, consider

contacting Amerock customer support for replacement options.

7. Specifications

Feature

Model Number

Brand

Material

Color

Exterior Finish

Product Dimensions
Center-to-Center Spacing
Item Weight

Handle Attachment Mechanism
Number of ltems

Special Feature

8. Warranty and Support

Detail

BP4051726

Amerock

Carbon Steel, Zinc Alloy
Polished Chrome
Chrome

7.38"L x 0.5"W

5-1/16 inches (128 mm)
6.4 ounces

Screws

Easy to Install

This Amerock product comes with aLimited Lifetime Warranty. For detailed warranty information, product support,
or to inquire about replacement parts, please visit the official Amerock website or contact their customer service

department.

For further assistance, please visit the Amerock Store on Amazon.


https://www.amazon.com/stores/Amerock/page/C7B116B3-9B0C-4AB8-BCDA-4E3EF4C4F838
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