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Sunco Lighting DL_DK56-15W-3K_65K-12PK

Sunco 6-Inch LED Flush Mount Disc Light Instruction Manual

Model: DL_DK56-15W-3K_65K-12PK

1. INTRODUCTION

This manual provides comprehensive instructions for the safe installation, operation, and maintenance of your Sunco 6-
Inch LED Flush Mount Disc Lights. Please read this manual thoroughly before installation and retain it for future reference.

2. SAFETY INFORMATION

« WARNING: Risk of electric shock. Disconnect power at the fuse or circuit breaker before installation or servicing.
o Installation must be performed by a qualified electrician in accordance with national and local electrical codes.

o Do not modify or alter the fixture.

o Ensure the supply voltage is compatible with the fixture's requirements (120 Volts).

o Do not handle live wires with bare hands.

o This product is Damp Rated, suitable for use in bathrooms and other damp locations, but not directly exposed to
water.

3. WHAT's IN THE Box

Each Sunco 6-Inch LED Flush Mount Disc Light package includes the following components:

o LED Disc Light Fixture (12 units per pack)

o TP24 Connector

o E26 Adapter

o Spring Clips (pre-attached or included for installation)
o Wire Nuts

o Mounting Screws
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Figure 1: Exploded view of the LED Disc Light showing its components: friction springs, included screws, energy-saving LED board, and
anti-yellowing lens.

4. INSTALLATION INSTRUCTIONS

The Sunco LED Disc Light offers versatile installation options for both recessed cans (5-inch or 6-inch) and junction
boxes.

4.1. Tools Required




o Screwdriver

o Wire Strippers (if connecting to junction box)

o Safety Glasses

4.2. Recessed Can Installation (5-inch or 6-inch)

1.

Turn off power: Ensure power to the fixture is OFF at the circuit breaker.

2. Remove existing trim: Carefully remove the existing bulb and trim from the recessed can.

3. Connect E26 adapter: Screw the provided E26 adapter into the existing socket of the recessed can.
4.
5

Connect TP24 connector: Plug the TP24 connector from the disc light into the E26 adapter's connector.

. Adjust spring clips: The spring clips on the disc light can be adjusted for 5-inch or 6-inch cans. Ensure they are set

to the correct position for your can size.

Insert fixture: Gently push the LED disc light into the recessed can until the spring clips secure it flush with the
ceiling.
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Figure 2: lllustration of the LED Disc Light installation into a recessed can, highlighting the TP24 connector and adjustable spring clips for
5-6 inch cans.

4.3. Junction Box Installation

1. Turn off power: Ensure power to the junction box is OFF at the circuit breaker.

2. Prepare wires: Strip the ends of the black (live), white (neutral), and green/bare copper (ground) wires from the
junction box, if necessary.

3. Connect wires: Use the provided wire nuts to connect the corresponding wires:



o Black fixture wire to Black junction box wire.
o White fixture wire to White junction box wire.

o Green/Yellow fixture wire to Green/Bare Copper junction box wire.

4. Secure fixture: Use the provided mounting screws to attach the disc light's base directly to the junction box.

5. Attach diffuser: Twist the diffuser onto the fixture base until securely fastened.

Compact Size
installation accessories included
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Figure 3: Visual guide for installing the LED Disc Light, including options for J-Box and E26 can connections.
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Video 1: Overview of Sunco 5/6-inch LED Disc Light installation, demonstrating both recessed can and junction box methods.

5. OPERATING INSTRUCTIONS

5.1. Power On/Off

Once installed, restore power at the circuit breaker. The light can be turned on or off using a standard wall switch.

5.2. Selectable Color Temperature (CCT)

This fixture features a selectable CCT switch located on the back of the light. Before final installation, select your desired
color temperature from the available options: 3000K (Warm White), 4000K (Cool White), 5000K (Daylight), 6000K
(Daylight Deluxe), or 6500K (Daylight Deluxe).

Figure 4: The CCT switch allows selection of various color temperatures.
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Video 2: Demonstration of the selectable color temperature feature on the Sunco 6-inch LED Disc Light.



5.3. Dimming Functionality

The Sunco LED Disc Light is dimmable from 10% to 100% with compatible LED dimmers. Refer to the compatibility list
below for recommended dimmer models.

List of Compatible dimmers
Brand Model

Figure 5: The LED Disc Light supports dimming from 10% to 100% with compatible dimmers.

Compatible Dimmers:

Brand Model Brand Model
LUTRON MACL-153M LUTRON NLV-1000-LA
LUTRON DVCL-153P LUTRON SLV-600P
LUTRON PD-6WCL-WH-P LUTRON RRD-6CL
LUTRON MACL-153MH LUTRON AYCL-153P
LUTRON TGCL-153P LUTRON P-PKG1WB
LUTRON DVCL-15PR LEVITON 6674 600W
LUTRON CTCL-153PDH LEVITON 6672 600W
LUTRON P-PKG1W LEVITON IPLO6 600W
LUTRON DVELV-300P LEVITON DW6HD-1BZ
LEVITON DSL06-001-1LZ LEVITON RHCL453PW
LEVITON IPL06-011-10Z EATON SALO6P3
LEVITON 06674-002-10W WEMO F7C05
LEVITON TSM10-012-1LW TP LINK KASA SMART HS220
LEVITON RDL06-001-10Z WATTSTOPPER DCD267
LEVITON DSE06-001-10Z CLOUD BAY CBLDO01WH

LEVITON DDMX1-011-BLZ



Brand Model Brand Model
LEVITON DDEO6-BLZ 600W

LEVITON SURESLIDE

6. MAINTENANCE

The Sunco LED Disc Light is designed for long-lasting performance with minimal maintenance. The LED components are
non-removable.

o Cleaning: Ensure power is off before cleaning. Wipe the fixture with a soft, damp cloth. Do not use abrasive
cleaners or solvents.

« Bulb Replacement: This fixture uses integrated LEDs and does not require bulb replacement.

7. TROUBLESHOOTING

Problem Possible Cause Solution

No power to the fixture.  Check circuit breaker.
Light does not turn on. Loose wiring connection.  Verify all wire connections are secure.
Faulty switch. Test or replace the switch.

Incompatible dimmer
Light flickers or dims switch.
unexpectedly. Loose wiring.

Voltage fluctuations.

Ensure dimmer is on the compatible list.
Check and secure all wire connections.
Consult an electrician for voltage issues.

Incorrect color temperature. .CCT switch set Adjl..JSt the C?CT switch on the back of the fixture to the
incorrectly. desired setting.
8. SPECIFICATIONS
Feature Detail
Brand Sunco Lighting
Model Number DL_DK56-15W-3K_65K-12PK
Size 6 Inch
Wattage 15W (75W Equivalent)
Brightness 1050 Lumens
Color Temperature (CCT) Selectable: 3000K, 4000K, 5000K, 6000K, 6500K
Dimmable Yes (10%-100%)
Voltage 120 Volts
CRI 90+

Average Life 50,000 Hours



Feature Detail

Material Aluminum, Polycarbonate
Installation Type Flush Mount, Recessed (E26/TP24)
Damp Rated Yes

Certifications ETL

Product Dimensions 7.5"Lx1"W x 7.5"H

Item Weight 7.8 Pounds (for 12-pack)

9. WARRANTY AND SUPPORT

Sunco Lighting offers a7-Year Protection warranty on this product. For any questions, technical assistance, or warranty
claims, please contact Sunco Lighting customer support. Visit the Sunco Lighting Store for more information.


https://www.amazon.com/stores/SuncoLighting/page/4AE93A86-92A4-4038-98CC-6DFE4E94620B
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Figure 6: Sunco Lighting provides 7-year coverage and dedicated customer support.

© 2026 Sunco Lighting. All rights reserved.
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