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TIDRADIO Air Band Antenna

TIDRADIO Airband & Police Band Antenna Instruction Manual

Model: Air Band Antenna (2 Pack, 120/300MHz)

INTRODUCTION

This manual provides essential information for the proper installation, operation, and maintenance of your TIDRADIO
Airband & Police Band Antenna. This antenna is designed for enhanced reception and transmission on air band (120MHz)
and police band (300MHz) frequencies, offering improved signal strength and communication range for compatible two-
way radios.

The package includes two antennas, each featuring a flexible design and an SMA Female connector, making them
suitable for various ham radios such as BAOFENG 5RM, UV-5R Mini, BF-F8HP PRO, UV32, DM-32, UV-5G Plus,
K5PLUS, UV-21R, and TD-H3 Plus.

PackaGe CONTENTS

e 2 x TIDRADIO Airband & Police Band Antennas (15.15 inches each)

SETUP INSTRUCTIONS

Follow these steps to properly attach the antenna to your compatible two-way radio:

1. ldentify the Antenna Connector: Ensure your radio has an SMA Male connector to match the antenna's SMA
Female connector.

2. Align the Connector: Carefully align the antenna's SMA Female connector with the SMA Male connector on your
radio.

3. Screw On the Antenna: Gently screw the antenna onto the radio's connector in a clockwise direction. Do not
overtighten, as this can damage both the antenna and the radio's connector. Tighten until snug.

4. Verify Connection: Once attached, ensure the antenna is securely fastened and stands upright.
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Image: This image illustrates the physical appearance of the TIDRADIO antennas, showing both a shorter and a longer version, along with
key features like signal strengthening and durability. The antenna for this product is the longer 15.15-inch version.

OPERATING INSTRUCTIONS

The TIDRADIO Airband & Police Band Antenna is designed to optimize communication on specific frequency ranges. To
achieve optimal performance:

o Frequency Compatibility: This antenna operates on dual frequencies: 120MHz (Air Band) and 300MHz (Police
Band). Ensure your radio is tuned to these frequencies for best results.

« Signal Enhancement: The antenna provides a gain of 2.15dBi, which helps strengthen signals and increase talking
distance by up to 30% compared to standard antennas.

¢ Positioning: For maximum signal reception and transmission, operate your radio with the antenna positioned
vertically and unobstructed.



» Flexibility: The antenna's flexible design allows for some bending without damage, which can be beneficial in
various operating environments.

Image: This image visually represents the antenna's primary applications, showing an airplane and a police car, indicating its functionality
for air band and police band communications. It also highlights the 2.15dBi gain and 108/300MHz frequency range.

MAINTENANCE

To ensure the longevity and optimal performance of your TIDRADIO antenna, follow these maintenance guidelines:

o Cleaning: Wipe the antenna with a soft, dry cloth to remove dust and dirt. Avoid using harsh chemicals or abrasive
cleaners.

o Inspection: Periodically inspect the antenna for any signs of damage, such as cracks in the casing or bent
connectors.

o Storage: When not in use, store the antenna in a clean, dry place away from extreme temperatures and direct
sunlight.

o Connector Care: Keep the SMA connector clean and free from debris to ensure a good electrical connection with



your radio.

TROUBLESHOOTING

If you experience issues with your antenna, consider the following troubleshooting steps:

Problem Possible Cause Solution
Poor signal Loose antenna connection, Ensure the antenna is securely tightened. Verify your radio
g incorrect frequency, is tuned to 120MHz or 300MHz. Move to an open area with

reception/transmission

environmental obstructions. fewer obstructions.

Antenna does not fit

Confirm your radio has an SMA Male connector. This

Incompatible connector type.

radio

Antenna appears

antenna uses an SMA Female connector.

If the antenna is physically damaged, it may need

Physical stress or impact.

damaged

SPECIFICATIONS

replacement. Avoid excessive bending or impact.

Feature

Model

Frequency Range
Antenna Type
Connector Type
Gain

Length

Item Weight
Product Dimensions

Number of ltems

WARRANTY INFORMATION

Detail

Air Band Antenna

120MHz (Air Band), 300MHz (Police Band)
Flexible Whip Antenna

SMA Female

2.15dBi

15.15 inches

2.89 ounces (per pack of 2)

15x 0.3 x 0.3 inches

2

TIDRADIO products are manufactured with quality and reliability in mind. For specific warranty details regarding your
Airband & Police Band Antenna, please refer to the warranty card included with your purchase or visit the official
TIDRADIO website. Keep your proof of purchase for any warranty claims.

SUPPORT

If you require further assistance or have questions not covered in this manual, please contact TIDRADIO customer

support through the following channels:

« Online Support: Visit the official TIDRADIO website for FAQs, product registration, and contact forms.

o Email Support: Refer to your product packaging or the TIDRADIO website for the customer service email address.

o Retailer Support: Contact the retailer from whom you purchased the product for initial support.



For more information about TIDRADIO products, you can visit theTIDRADIO Store on Amazon.

© 2026 TIDRADIO. All rights reserved.


https://www.amazon.com/stores/TIDRADIO/page/14261F68-D9BD-4723-8475-70FF80D14497
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