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Homary Smart Toilet User Manual
Model: J021124-US-WHITE-ALO

Brand: Homary

1. INTRODUCTION

This manual provides comprehensive instructions for the installation, operation, and maintenance of your
Homary Smart Toilet, Model J021124-US-WHITE-ALO. This modern, one-piece, floor-mounted smart toilet
features an elongated bowl and integrates advanced functionalities for enhanced hygiene and comfort.
Please read this manual thoroughly before installation and use to ensure proper function and safety.

2. SAFETY INFORMATION

Observe the following safety precautions to prevent injury or damage to the product:

Electrical Safety: This toilet requires a dedicated power outlet. Ensure the power supply meets the
product's specifications. Do not operate with a damaged power cord or plug.

Water Connection: Ensure all water connections are secure and leak-free before operating. Use
appropriate plumbing materials and follow local codes.

Cleaning: Disconnect power before cleaning. Use only mild, non-abrasive cleaners. Avoid spraying
water directly onto electrical components.

Children and Supervision: This appliance is not intended for use by persons with reduced physical,
sensory, or mental capabilities unless they have been given supervision or instruction concerning use
of the appliance by a person responsible for their safety. Children should be supervised to ensure
they do not play with the appliance.

Temperature: Do not expose the toilet to extreme temperatures.

3. PACKAGE CONTENTS

Verify that all components are present before beginning installation:

Homary Smart Toilet Unit (One-Piece)

Toilet Seat (Integrated)

Multi-functional Remote Control
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Installation Hardware (e.g., mounting bolts, wax ring)

Water Supply Line

User Manual (this document)

Note: 2 AAA batteries for the remote control are not included.

4. SETUP AND INSTALLATION

This Homary Smart Toilet is designed for floor-mounted installation. Professional installation is
recommended.

4.1 Pre-Installation Checks

Ensure a standard 120V AC power outlet is available within reach of the toilet's power cord.

Verify that the water supply shut-off valve is accessible and in good working order.

Confirm floor mounting dimensions are compatible with your bathroom layout.

4.2 Dimensions

Figure 4.2.1: Detailed dimensions of the Homary Smart Toilet, including overall height, width, depth, seat height, and bowl
height, with measurements in both inches and millimeters.

4.3 Installation Steps

1. Prepare the Area: Turn off the water supply to the bathroom. Remove any existing toilet and clean
the flange area thoroughly.

2. Position the Toilet: Carefully place the new smart toilet over the floor flange, ensuring proper
alignment.

3. Secure the Toilet: Use the provided mounting hardware to firmly secure the toilet to the floor. Do not
overtighten.

4. Connect Water Supply: Connect the water supply line from the shut-off valve to the toilet's water



inlet. Hand-tighten, then use a wrench for a quarter turn. Check for leaks.

5. Connect Power: Plug the toilet's power cord into the dedicated 120V AC outlet.

6. Test Functionality: Turn on the water supply. Allow the toilet to fill. Perform a test flush and check all
smart features.

5. OPERATING INSTRUCTIONS

Your Homary Smart Toilet offers a range of automated and customizable features for a comfortable
experience.

5.1 Automatic Lid and Seat Functions

Figure 5.1.1: The smart toilet lid and seat automatically open and close when a user approaches or touches the toilet with
their foot.



Figure 5.1.2: The automatic flip lid function adjusts based on user detection, offering different opening behaviors for male
and female users, followed by automatic flushing.

Auto Open/Close: The lid and seat will automatically open when a user approaches and close after
use.

Foot Sensor: For male users, a foot sensor allows for automatic seat lifting.

5.2 Flushing Operations

Automatic Flush: The toilet will automatically flush after the user leaves the seat.

Foot Feeling Flush: A foot sensor can also trigger an automatic flush.

Button Flushing: In case of AC power failure, a manual button flush is available as a backup.

5.3 Bidet and Drying Functions



Figure 5.3.1: The bidet system provides gentle washing with warm water, featuring separate nozzles for feminine and hip
cleaning, along with a nozzle self-cleaning function.



Figure 5.3.2: The instant heating system ensures warm water is available immediately without waiting, with adjustable
temperature settings.

Feminine Spray Nozzle Washing: Provides a gentle wash for feminine hygiene.

Hip Bidet Nozzle Washing: Offers a thorough wash for posterior cleansing.

Adjustable Water Temperature: Customize the water temperature for washing.

Adjustable Water Pressure: Control the intensity of the water spray.

Warm Air-Drying: After washing, a warm air dryer provides comfort.

Adjustable Air-Drying Temperature: Set the air dryer to your preferred temperature.

5.4 Heated Seat



Figure 5.4.1: The heated seat offers multiple temperature settings, ranging from room temperature to 40°C, for
personalized comfort. The warm air drying system also features adjustable temperature settings.

The toilet seat features adjustable heating for comfort, with multiple temperature settings.

5.5 Remote Control



Figure 5.5.1: The control panel features a central rotary knob for switching between stop/start, female cleaning, and hip
cleaning functions, along with two user memory buttons.

The multi-functional remote control allows for easy adjustment of all features, including water
temperature, water pressure, seat temperature, and drying temperature.

The remote control requires 2 AAA batteries (not included).

Two user memory settings are available for personalized preferences.

5.6 Additional Features

LED Lighting: Integrated LED lighting helps locate the toilet in the dark.

Air Purifying System: Helps maintain a fresh bathroom environment.

6. MAINTENANCE

Regular cleaning and maintenance will ensure the longevity and optimal performance of your smart toilet.

General Cleaning: The vitreous china construction is smooth and easy to clean. Use a soft cloth and
mild, non-abrasive bathroom cleaner. Avoid harsh chemicals or abrasive pads.

Nozzle Cleaning: The bidet nozzles feature a self-cleaning function. Additionally, periodically wipe
the nozzles with a soft, damp cloth.



Exterior: Wipe down the exterior surfaces, including the seat and lid, with a damp cloth.

Power Disconnection: Always disconnect the power supply before performing any deep cleaning or
maintenance.

7. TROUBLESHOOTING

If you encounter issues with your Homary Smart Toilet, refer to the following common problems and
solutions:

Problem Possible Cause Solution

No
power/Toilet
not responding

Power cord unplugged, circuit
breaker tripped, remote batteries
dead.

Check power connection, reset circuit breaker,
replace remote batteries.

Water leakage
Loose water connections, damaged
seal.

Tighten connections, inspect seals for damage
and replace if necessary.

Bidet not
spraying

Water supply off, nozzle clogged,
sensor not detecting user.

Ensure water supply is on, clean nozzles,
ensure proper seating.

Automatic flush
not working

Sensor obstruction, power issue.
Clear any obstructions around sensors, check
power supply. Use manual flush if needed.

For issues not listed here or if solutions do not resolve the problem, please contact Homary customer
support.

8. SPECIFICATIONS

Key technical specifications for the Homary Smart Toilet Model J021124-US-WHITE-ALO:

Model Number: J021124-US-WHITE-ALO

Color: White

Material: Vitreous China, Ceramic, Acrylonitrile Butadiene Styrene (ABS)

Installation Type: Floor Mounted

Shape: Elongated (Oblong)

Product Dimensions: 26.77 x 16.54 x 21.26 inches (680 x 420 x 540 mm)

Gallons Per Flush (GPF): 1.27

Included Components: Seat

Power Requirement: AC Power Outlet

9. WARRANTY INFORMATION

Homary products are manufactured to high-quality standards. Specific warranty details may vary by region
and purchase date. Please retain your proof of purchase for any warranty claims. For detailed warranty
terms and conditions, refer to the official Homary website or contact customer support.

10. SUPPORT



For technical assistance, troubleshooting, or general inquiries, please contact Homary Customer Care.

Email: service@homary.com

Service Time: Replies typically within 24 hours (excluding public holidays).

When contacting support, please provide your order number for faster service.

Figure 10.1: Homary customer support contact details, including email address and response time information.

mailto:service@homary.com
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