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1. PRODUCT OVERVIEW

Thank you for choosing the RAINPOINT 9 Patterns Hand Sprayer. This manual provides essential
information for the safe and effective use of your new garden hose nozzle. This sprayer is designed for
various watering and cleaning tasks, featuring a durable zinc-alloy construction and multiple spray
patterns.
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Image 1.1: The RAINPOINT 9 Patterns Hand Sprayer, showcasing its ergonomic design and multiple spray head.

Key features include:

Durable Construction: Made from 100% zinc alloy for enhanced longevity.

9 Spray Patterns: Versatile options for various watering needs, from a gentle mist to a powerful
jet.

Ergonomic Grip: Comfortable handle for extended use.

Handle Lock: Allows for continuous spraying without constant trigger compression.

Quick Connect System: Facilitates easy attachment and detachment from your garden hose.



2. PACKAGE CONTENTS

Please verify that all items are present in the package:

1 x RAINPOINT 9 Patterns Hand Sprayer

1 x Metal Quick Connect Male Fitting

1 x Metal Quick Connect Female Fitting

3. SETUP INSTRUCTIONS

Follow these steps to connect your hand sprayer to a standard garden hose:

1. Attach Female Quick Connect to Hose: Screw the female quick connect fitting onto the end of
your garden hose. Ensure it is tightened securely to prevent leaks.

2. Attach Male Quick Connect to Sprayer: Screw the male quick connect fitting onto the threaded
inlet of the RAINPOINT hand sprayer. Hand-tighten until snug.

3. Connect Sprayer to Hose: Push the male quick connect fitting on the sprayer firmly into the
female quick connect fitting on the hose until it clicks into place.

4. Test Connection: Turn on the water supply slowly and check for any leaks at the connection
points. If leaks occur, tighten the fittings further.

Image 3.1: Illustration of the metal quick connect system for secure, leak-proof attachment.

4. OPERATING INSTRUCTIONS

Using your RAINPOINT hand sprayer is straightforward:

1. Select Spray Pattern: Rotate the nozzle head to cycle through the 9 available spray patterns.
Choose the pattern best suited for your task (e.g., mist for delicate plants, jet for cleaning).



2. Activate Water Flow: Squeeze the trigger handle to begin water flow. The water pressure can
be adjusted by varying the pressure on the trigger.

3. Engage Handle Lock (Optional): For continuous spraying without holding the trigger, push the
small metal loop (handle lock) located near the trigger forward until it engages with the trigger. To
disengage, simply squeeze the trigger again.

4. Stop Water Flow: Release the trigger to stop the water flow. If the handle lock is engaged,
disengage it first, then release the trigger.

Image 4.1: The sprayer in action, demonstrating a spray pattern and the labor-saving handle lock feature.

Image 4.2: Close-up of the sprayer components, highlighting the high-quality anti-cracking rubber, zinc alloy body,
metal threads, and effort-saving trigger lock.

5. MAINTENANCE

Proper maintenance will extend the life of your RAINPOINT hand sprayer:

Cleaning: After each use, especially if using with chemicals, rinse the sprayer thoroughly with
clean water to prevent residue buildup.

Storage: Store the sprayer in a dry, protected area away from direct sunlight and freezing
temperatures. Disconnect it from the hose and drain any remaining water.

Leak Prevention: Periodically check all connections for tightness. If you notice persistent leaks,
inspect the rubber washers for wear and replace if necessary.



Image 5.1: Visual comparison emphasizing the 100% zinc alloy construction for durability and rust resistance.

6. TROUBLESHOOTING

If you encounter issues with your sprayer, refer to the following common problems and solutions:

Problem Possible Cause Solution

Water leaks from
connections

Loose fittings,
worn washers.

Ensure all quick connect fittings are tightly secured. Inspect
and replace rubber washers if damaged or worn.

Nozzle does not
shut off
completely

Internal
mechanism
issue, debris.

Ensure the handle lock is disengaged. Flush the nozzle with
water to clear any debris. If the problem persists, contact
customer support.

Trigger
mechanism is
stuck or not
working

Internal
component
failure, debris.

Check for any visible obstructions around the trigger. If the
issue is internal, contact customer support for assistance.

Weak or
inconsistent
spray patterns

Low water
pressure, clogged
nozzle holes.

Ensure adequate water pressure from your hose. Inspect
the nozzle head for any blockages and clean if necessary.

7. SPECIFICATIONS

Brand: RAINPOINT

Model: B0DNFKMVVX

Material: Zinc Alloy (Exterior Finish: Zinc), Plastic (Nozzle head)

Item Dimensions (L x W x H): 7.4 x 5.2 x 2.8 inches

Item Weight: 1.19 pounds



Inlet Connection Type: Threaded

Outlet Connection Type: NPT

Number of Ports: 2

Specification Met: CSA

8. WARRANTY INFORMATION

The RAINPOINT 9 Patterns Hand Sprayer is backed by a 5-year warranty. This warranty covers
defects in materials and workmanship under normal use. Please retain your proof of purchase for
warranty claims. For more details or to register your product, refer to the official RAINPOINT website or
contact customer support.

9. CUSTOMER SUPPORT

For any questions, concerns, or technical assistance regarding your RAINPOINT 9 Patterns Hand
Sprayer, please contact our customer support team. You can find contact information on the official
RAINPOINT website or through your retailer.

© 2026 RAINPOINT. All rights reserved.
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