
Manuals+
Q & A | Deep Search | Upload

manuals.plus /

›  AW /

›  AW Electric Bike Conversion Kit 48V 1000W 26" Rear Wheel Instruction Manual

AW AW-EBE000028

AW Electric Bike Conversion Kit
MODEL: AW-EBE000028 (26", 1500W, REAR WHEEL)

Brand: AW

1. Introduction

This manual provides detailed instructions for the installation, operation, and maintenance of your AW
Electric Bike Conversion Kit. Please read this manual thoroughly before installation and use to ensure
proper function and safety.

Safety First: Always wear a helmet when riding an electric bicycle. This kit is designed for
conventional bicycles and mountain bikes, not for tricycles or tractors. Avoid use in rainy
conditions.

Image: An electric bike conversion kit installed on a bicycle, demonstrating its application.

2. Package Contents

Verify that all components listed below are included in your package:

1x 26" Rear Wheel with Brushless Hub Motor

1x Battery Connection Cable
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1x Electric Controller

2x Hand Brakes

2x Handle Grips

1x Thumb Throttle

1x Controller Bag

1x Winding Pipes

10x Cable Ties

2x Terminal Boxes

1x Spoke Key

1x Fuse

Image: Visual representation of all parts included in the conversion kit, such as the motorized wheel, controller, throttle, and brake levers.

3. Specifications

Feature Value



Motor Type Brushless Hub Motor

Motor Power 1500W

Motor Voltage 48V

Wheel Size 26 Inches

Recommended Tire Width 1 3/4" (4.5 cm)

Recommended Tire Diameter 25 13/16" (65.5 cm)

Rim Diameter 22 9/16" (57 cm)

Rear Dropout Spacing 5 5/16" (13.5 cm)

Axial Length 8 1/4" (21 cm)

Maximum Speed 45 KM/H (27.95 mile/h)

Maximum Weight Recommendation 330 Lbs (150 Kilograms)

Frame Material Aluminum

Brake Style Compatibility Universal Disc Brake and V Brake



Image: A table detailing the technical specifications of the conversion kit, including motor power, voltage, wheel dimensions, and
compatibility.

4. Compatibility

This kit is compatible with any 26" bicycle frame that has a 5 5/16" (13.5 cm) rear dropout spacing. It
supports both universal disc brakes and V-brakes, allowing you to choose the braking system that best
suits your needs.

Image: A diagram illustrating the required rear dropout spacing and notch width for proper installation of the conversion kit on a bicycle
frame.



Image: An illustration showing the electric rear wheel seamlessly integrated into a road bike frame, highlighting the conversion.

5. Setup & Installation

The electric bike conversion kit includes all necessary components for installation. You can install the kit
yourself or seek assistance from a professional bicycle shop.

5.1. Wheel Assembly

The kit includes a pre-assembled 26" rear wheel with a brushless hub motor. Ensure the tire is properly
seated and inflated according to its specifications.



Image: A detailed diagram showing the dimensions of the 26-inch electric bike wheel, including tire diameter, motor hub diameter, rim
diameter, tire width, and axial length.



Image: A close-up view of the 26-inch electric bike wheel with the tire, detailing the spoke quantity, screw specification, rim outer width, and
rim inner width.

5.2. Controller and Throttle Installation

Mount the electric controller in the provided controller bag and attach it securely to your bike frame.
Install the thumb throttle and hand brakes on the handlebars.



Image: A diagram showing the dimensions of the controller bag, designed to house the electric controller on the bicycle frame.

5.3. Wiring

Connect all color-coded wires from the motor, controller, throttle, and brakes according to the included
wiring diagram. Use the winding pipes and cable ties to organize and secure the cables along the bike
frame.



5.4. Battery Connection

A 48V battery (not included) is required to power the kit. Connect the battery using the provided battery
connection cable and terminal boxes. Ensure the power is off before connecting the battery.

Image: An illustration reminding users that the battery and charger are not included and must be prepared separately.

5.5. Installation Videos

For visual guidance, refer to the following installation videos:

Hub Motor Kit Installation Overview

Your browser does not support the video tag.
Video: A general overview of the installation process for a hub motor kit, demonstrating key steps and connections.

Bafang Hub Motor Conversion Kit Installation

Your browser does not support the video tag.
Video: A step-by-step guide on converting a bicycle with a Bafang hub motor kit, covering mechanical and electrical aspects.

6. Operating Instructions

Once installed, ensure all connections are secure and the battery is charged. The thumb throttle
features three indicators to display battery status (empty, half, full). This helps prevent unexpected
power loss.

The hand brakes are designed to automatically shut off the motor when engaged, saving energy and
preventing overheating. This also acts as a safety feature.

7. Maintenance

Regularly check all electrical connections for tightness and signs of wear. Keep the motor and controller
clean and free from debris. Ensure the tire pressure is maintained at the recommended level.



Inspect brake lines and levers periodically for proper function. If any components show significant wear
or damage, replace them immediately.

8. Troubleshooting

Motor not engaging: Check battery charge level. Ensure all electrical connections are secure.
Verify the throttle is properly connected.

Motor cutting out: This could be due to low battery or overheating. Check battery status. Ensure
the motor is not under excessive load.

Brakes not working: Inspect brake cables and levers. Ensure they are properly adjusted and
connected to the motor cut-off sensors.

Unusual noises: Check for loose components, especially around the motor and wheel. Ensure no
cables are rubbing against moving parts.

9. Safety Guidelines

Always wear a helmet and appropriate safety gear when riding.

Familiarize yourself with local regulations regarding electric bicycles.

Perform a pre-ride check of brakes, tires, and all electrical connections.

Avoid riding in heavy rain or extreme weather conditions to prevent damage to electrical
components and ensure rider safety.

Do not modify the kit components unless explicitly instructed by the manufacturer.

Image: A person wearing a helmet while standing next to a bicycle, emphasizing the importance of wearing a helmet for protection.



Image: An urban street scene during rainfall with cars and pedestrians, accompanied by text advising against using the electric bike kit in
rainy conditions.

10. Warranty and Support

This product comes with no manufacturer warranty. For technical support or inquiries, please refer to
the seller or your point of purchase.

CE certified for quality and safety assurance.
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