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Minetom GY-C9-100-3F

Minetom C9 LED Outdoor Christmas String Lights with
Spring Clips
Model: GY-C9-100-3F

1. PRODUCT OVERVIEW

The Minetom C9 LED Outdoor Christmas String Lights are designed for both indoor and outdoor decorative
lighting. Featuring 100 LED bulbs over 65 feet, these lights come with innovative spring-loaded clips for secure
and adjustable installation. The shatterproof, strawberry-shaped bulbs and IP44 waterproof rating ensure durability
and performance in various weather conditions.
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Image: Minetom C9 LED Christmas lights with spring clips securely attached to a snowy roofline, illuminating the area.

2. SAFETY INSTRUCTIONS

Always inspect the light string for any damage before use. Do not use if wires are frayed or bulbs are
broken.

Ensure the power source matches the voltage requirements specified on the product label.

Do not overload electrical outlets. Connect multiple strings only up to the maximum recommended length
(refer to specifications).

Keep children and pets away from electrical connections.

Unplug the lights from the power source before installation, removal, or maintenance.

Do not secure wiring with staples or nails that could damage insulation.

3. SETUP AND INSTALLATION

The Minetom C9 LED lights are designed for easy installation with their integrated spring clips.

1. Unpack and Inspect: Carefully remove the lights from the packaging and uncoil the string. Check for any
visible damage.



2. Attach Clips: The lights come with spring-loaded clips. Snap the spring clamp onto the light string near the
bulb base. These clips can be removed if not needed.

3. Positioning: Clip the lights where desired. The spring-loaded clips provide a firm grip on various surfaces
such as rooflines, railings, or tree branches.

4. Adjust Direction: Each bulb and clip assembly can be rotated up to 180 degrees, allowing you to adjust the
light direction as needed.

5. Connect Multiple Strings: If connecting multiple strings, ensure the total wattage does not exceed the
maximum allowed for the power cord. Secure connections to prevent moisture ingress.

6. Power Connection: Once all lights are securely installed and positioned, plug the string into a suitable
outdoor-rated power outlet.

Image: Detailed view of the 'One-second Install' process, illustrating how to snap the spring clamp onto the light and then clip it to a
desired surface.



Image: A comparison highlighting the premium, durable, and 180-degree adjustable design of Minetom's spring clips against less
robust, unadjustable alternatives.

4. OPERATING INSTRUCTIONS

Operating your Minetom C9 LED lights is straightforward:

Power On: Plug the light string into a functional electrical outlet. The lights will illuminate immediately.

Energy Efficiency: These lights utilize latest-generation LEDs, providing bright illumination with lower
energy consumption. They remain cool to the touch during operation.

Power Off: To turn off the lights, simply unplug them from the power source.

5. MAINTENANCE AND CARE



Proper maintenance ensures the longevity and performance of your Minetom C9 LED lights.

Cleaning: Disconnect the power before cleaning. Wipe bulbs and wires with a soft, damp cloth. Do not use
harsh chemicals or abrasive cleaners.

Storage: Before storing, ensure the lights are clean and dry. Coil the string neatly to prevent tangling and
damage to wires or bulbs. Store in a cool, dry place away from direct sunlight.

Durability: The shatterproof plastic bulbs and IP44 waterproof rating mean these lights are built to
withstand rain, snow, and UV exposure. However, avoid unnecessary physical impact.

Image: An infographic highlighting the IP44 waterproof rating and robust features of the lights, including shatterproof bulbs, UV
resistance, windproof design, and snowproof capability.

6. TROUBLESHOOTING



If your Minetom C9 LED lights are not functioning as expected, consider the following:

Lights Not Turning On:

Ensure the power plug is fully inserted into a working electrical outlet.

Check if the outlet is receiving power by testing it with another device.

Inspect the entire length of the string for any visible breaks or damage to the wire.

Some Bulbs Not Lighting:

While LED bulbs are durable, check individual bulbs for any signs of damage. These lights are
designed so that if one bulb goes out, the others remain lit.

Flickering Lights:

Ensure all connections, especially if multiple strings are connected, are secure and free from moisture.

Avoid connecting too many strings together, which can lead to power fluctuations.

If issues persist after performing these checks, please contact customer support.

7. SPECIFICATIONS

Model Number GY-C9-100-3F

Brand Minetom

Light Source Type LED

Number of Lights 100

Total Length 65 Feet (approx. 19.8 meters)

Ingress Protection (IP) Rating IP44 (Waterproof)

Power Source Corded Electric

Bulb Material Shatterproof Plastic

Usage Outdoor / Indoor

Included Components Bulbs, Light kit, 100 Removable Spring Clips



Image: A detailed diagram illustrating the product dimensions, including the total length of 81 feet, bulb spacing, and individual bulb
measurements, along with a comparison of C9, C7, and C6 bulb sizes.

8. WARRANTY AND SUPPORT

For warranty information and customer support, please refer to the product packaging or contact Minetom directly
through their official website or the retailer where the product was purchased. Please have your model number
(GY-C9-100-3F) and proof of purchase available when contacting support.
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