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Breezestival 70" Modern Fireplace TV Stand
Instruction Manual

Model: H21426-70WH+H20100-36SWH

INTRODUCTION

This manual provides detailed instructions for the assembly, operation, and maintenance of your Breezestival
70" Modern Fireplace TV Stand. Please read all instructions carefully before assembly and use to ensure safe

and proper functionality.
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Figure 1: Breezestival 70" Modern Fireplace TV Stand

SAFETY INFORMATION

¢ Avoid placing heavy objects on top of the TV stand that exceed the specified weight capacity.
o Exercise caution around sharp edges during assembly and use.

o Ensure all electrical connections for the fireplace and LED lights are secure and comply with local
electrical codes.

« Do not block the air vents of the electric fireplace to prevent overheating.

o Keep flammable materials away from the fireplace insert.

PAckAGE CONTENTS

Your Breezestival 70" Modern Fireplace TV Stand is shipped in two boxes, which may arrive separately.
Please verify all components are present before beginning assembly.



70 INCH FIREPLACE TV STAND

Tabletop weight capacity  Shelves weight capacity ~  Size
132 Lbs 33 Lbs ~ 70"Wx13.8"D x 24.2"H

Shipped in twWo boxes, may be shipped separately
800
N

Figure 2: Product Dimensions and Packaging
Expected Components:

o TV Stand panels (top, bottom, side, and internal dividers)
o Electric Fireplace Insert (36-inch)

o Acrylic Columns (4 pieces)

o Cabinet Doors (2 pieces) with hinges

o LED Light Strips (pre-attached or separate)

« Remote Controls (for fireplace and LED lights)

o Assembly Hardware (screws, dowels, cam locks, etc.)

« Crystal Stones for fireplace bed

o Instruction Manual

ASSEMBLY INSTRUCTIONS

Assembly typically proceeds from the top down. Follow the numbered steps in the provided manual for best
results. A power drill is recommended for faster assembly.



Video 1: Assembly and Feature Overview of the 70" Fireplace TV Stand. This video demonstrates the step-by-step assembly
process and highlights key features of the product.

Key Assembly Steps:

1. Prepare the Top Panel: Lay the top panel on a soft, clean surface. Attach the clear acrylic support
columns.

2. Assemble Side Cabinets: Attach the side panels and internal shelves to form the cabinet structures.
Ensure cable management holes are correctly oriented.

3. Connect Panels: Securely connect the assembled cabinet sections to the top panel and the central
fireplace housing area.

4. Install LED Strips: If not pre-attached, carefully adhere the LED light strips to the designated areas.

5. Install Cabinet Doors: Attach the soft-close hinges to the cabinet doors and then mount them to the
cabinet frames. Remove the protective film from the high-gloss door fronts after installation.

6. Insert Electric Fireplace: Remove the front cover of the fireplace insert. Slide the fireplace into the
central opening of the TV stand. Secure it with the provided screws.

7. Add Fireplace Crystals: Carefully pour the crystal stones into the fireplace bed. Reattach the fireplace
front cover.

8. Final Placement: Carefully move the assembled TV stand to its desired location.
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Figure 3: Structural Details (Acrylic Columns, Cable Hole, Hinges)

OPERATING INSTRUCTIONS

Electric Fireplace Operation:

The 36-inch electric fireplace features realistic crystal stones and flame effects. It can be controlled via the
included remote or the buttons on the unit.

Flame Effects: Choose from 5 adjustable brightness levels and 12 flame colors to create your desired
ambiance.

Heat Settings: The fireplace offers 2 heat modes (750W/1500W) with adjustable temperature control
from 62°F to 82°F.

Timer Function: Set an auto shut-off timer from 0 to 8 hours for convenience and energy saving.

Safety Features: Equipped with overheat protection for safe operation.
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for a 400 square feet space
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Figure 4: Electric Fireplace Features



MATERIALS AND FUNCTIONS

TIMER 'ON/OFF
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Figure 5: Fireplace Controls and Components

Adjustable LED Lighting:

The integrated RGB light strips offer extensive customization for your entertainment area. Control the lighting
with the dedicated remote or a compatible app.

o Color Options: Over 60,000 color options and 12 backlight colors are available.

« Dynamic Modes: Multiple dynamic lighting modes, including chase and changing effects, can be
selected.

« Brightness Control: Adjust the brightness to suit your preference.
o Sound Activation: Some modes allow the lighting to adjust based on sound in the room.

o Scheduling: Use the app to set schedules for automatic turn on/off times.
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Figure 6: Flame Brightness and LED Color Options



5 LEVELS OF FLAME

Figure 7: Comprehensive Flame and LED Color Palette

CaARE AND MAINTENANCE

o Cleaning: Wipe surfaces with a soft, damp cloth. Avoid abrasive cleaners that may damage the high-
gloss finish.

« Fireplace Maintenance: Periodically check the fireplace vents for dust accumulation and clean as
needed to ensure proper airflow.

o Electrical Safety: Regularly inspect power cords for any signs of damage.

TROUBLESHOOTING

« Fireplace Not Turning On: Check if the power cord is securely plugged into a working outlet. Ensure the
main power switch on the unit is in the 'ON' position.

+ No Heat Output: Verify the temperature setting is above the ambient room temperature. Check the heat
mode setting.

o LED Lights Not Working: Ensure the LED light strip is properly connected to its power source. Check
the remote control battery.



+ Remote Control Issues: Replace batteries in the remote controls. Ensure there are no obstructions

between the remote and the unit's receiver.

SPECIFICATIONS

Feature
Color

Brand

Size

Item Weight
Style

Model Number

Detail

White&white

Breezestival

70 Inch

143 Pounds

Modern

H21426-70WH+H20100-36SWH

Dimensions 70 x 13.78 x 24.21 inches

Material Type Wood

Fireplace Size 36 inches

Heat Output 750W/1500W

Temperature Control 62°F to 82°F

LED Lighting RGB, 12 backlight colors, multiple dynamic modes

Additional Features Overheat Protection, Auto Shut-off Timer

Certifications CSA & ETL certified



SUITABLE FOR TV SIZE UP TO 70"

Figure 8: TV Size Compatibility

WARRANTY AND SUPPORT

For warranty information, please refer to the documentation included with your purchase or contact

Breezestival customer support. If you encounter any issues not covered in this manual, please reach out to the
manufacturer's support team for assistance.
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