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OSCAL PM200 Pro 200W Portable Solar Panel
Instruction Manual

Model: PM200Pro

INTRODUCTION

The OSCAL PM200 Pro is a 200W portable solar panel designed for efficient power generation in various
outdoor environments. Featuring high-efficiency monocrystalline cells, it offers up to 23% conversion efficiency.
Its foldable design, adjustable stand, and IP67 waterproof rating make it suitable for camping, RVs, and other
outdoor activities. This manual provides essential information for the safe and effective use of your solar panel.
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Image: The OSCAL PM200 Pro solar panel in its folded, portable state, ready for transport.

SETUP

1. Unfold the Solar Panel: Carefully unfold the OSCAL PM200 Pro solar panel on a flat, stable surface.
Ensure all sections are fully extended.

2. Position the Panel: Place the solar panel in direct sunlight. For optimal performance, avoid shaded areas.

3. Adjust the Stand: Utilize the integrated adjustable stand to angle the panel towards the sun. The panel
offers 4 flexible tilt angles (30°, 40°, 50°, 80°) to maximize solar energy capture throughout the day and
across seasons.



Image: A user adjusting the versatile stand of the OSCAL PM200 Pro solar panel to optimize its angle towards the sun in a
natural outdoor environment.

4. Connect to a Power Station: Connect the solar panel to your compatible power station or device using the
provided MC4 connectors. The PM200 Pro features high-quality MC4 connectors for stable connections and
includes an MC4 to Anderson adapter for broader compatibility.



Image: A diagram illustrating the wide compatibility of the OSCAL solar panel, showing various connector types including
Anderson, 7.9*0.9mm, XT60, 5.5*2.1mm, and 6.5*3mm, all connecting via an MC4 connector.



Image: The OSCAL PM200 Pro solar panel set up outdoors, connected to a portable power station using an MC4 to
Anderson adapter, demonstrating its ease of use for outdoor power needs.

5. Secure Connections: Ensure all connections are secure to prevent power loss and ensure stable charging.

OPERATING INSTRUCTIONS

1. Optimal Sunlight Exposure: For maximum charging efficiency, ensure the solar panel is positioned to
receive direct, unobstructed sunlight. Adjust the panel's angle periodically as the sun moves across the sky.

2. Monitor Charging: Most compatible power stations will indicate charging status. Monitor your device to
confirm it is receiving power from the solar panel. The PM200 Pro's monocrystalline cells provide up to 23%
conversion efficiency for faster charging.



Image: A layered diagram showcasing the high-purity monocrystalline silicon cells responsible for the 23% high solar
conversion efficiency of the panel.

3. Parallel Charging (Optional): For increased power output, multiple OSCAL solar panels can be connected
in parallel to a compatible power station. Refer to your power station's manual for specific parallel
connection instructions.

Image: Two OSCAL solar panels set up in parallel, connected to a power station, demonstrating how to increase charging



capacity in an outdoor camping scenario.

4. Disconnection: When finished charging, disconnect the solar panel from your device before folding and
storing.

MAINTENANCE

Cleaning: Regularly clean the surface of the solar panel with a soft, damp cloth to remove dust, dirt, or
debris. A clean surface ensures maximum light absorption and efficiency. Avoid abrasive cleaners or harsh
chemicals.

Storage: When not in use, fold the solar panel and store it in a dry, cool place away from direct sunlight and
extreme temperatures. The panel's lightweight (7.42 kg) and foldable design make it easy to transport and
store.

Image: The OSCAL PM200 Pro solar panel shown both folded and unfolded, highlighting its compact dimensions (581mm x
50mm folded) and extended length (2157mm unfolded), along with its weight of 7.42kg, emphasizing its portability.

Durability: The OSCAL PM200 Pro features an IP67 waterproof rating, protecting it from dust and water
splashes. While designed for outdoor use, avoid prolonged submersion or exposure to extreme weather
conditions to ensure longevity.



Image: The OSCAL PM200 Pro solar panel with a split background, illustrating its IP67 waterproof and fully dustproof
capabilities, suitable for various outdoor conditions.

Cable Care: Inspect cables and connectors periodically for any signs of wear or damage. Replace
damaged components immediately to prevent electrical hazards and maintain performance.

TROUBLESHOOTING

No Power Output:

Ensure the panel is in direct sunlight and not shaded.

Check all cable connections to ensure they are secure and correctly inserted.

Verify that your power station or device is compatible with the solar panel's output specifications.

Inspect cables for any visible damage.

Low Power Output:

Adjust the panel's angle to face the sun directly.

Clean the panel surface to remove any dirt or dust obstructing sunlight.

Ensure there are no partial shadows on the panel, as even small shadows can significantly reduce
output.



Consider environmental factors such as cloud cover or time of day, which naturally affect solar intensity.

Panel Overheating:

Ensure adequate airflow around the panel. Do not cover the panel or place it on heat-retaining surfaces.

While designed for outdoor use, extreme ambient temperatures can affect performance.

SPECIFICATIONS

Feature Detail

Brand OSCAL

Model PM200Pro

Maximum Power 200 Watts

Conversion Efficiency Up to 23%

Cell Type Monocrystalline Silicon

Waterproof Rating IP67

Product Dimensions (Unfolded) 84.92"L x 23.27"W x 0.83"H (approx. 215.7cm L x 59.1cm W x 2.1cm H)

Item Weight 7.42 Kilograms (16.32 pounds)

Connectors MC4 (with MC4 to Anderson adapter included)

Adjustable Angles 30°, 40°, 50°, 80°

WARRANTY INFORMATION

Please refer to the warranty card included with your product packaging for detailed warranty terms and
conditions. Typically, OSCAL products come with a limited warranty covering manufacturing defects. Keep
your proof of purchase for warranty claims.

CUSTOMER SUPPORT

For technical assistance, troubleshooting, or warranty inquiries, please contact OSCAL customer support.
Contact information can usually be found on the official OSCAL website or on the product packaging. When
contacting support, please have your product model (PM200Pro) and proof of purchase readily available.

© 2025 OSCAL. All rights reserved.
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