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Product Information

Product Name: Enerlites Data-Com with Screwless Decorator Wall Plate

Model Numbers: SI8871, SI8872, SI8873, SI8874, SI8876

Description: Enerlites 1, 2, 3, 4, and 6 port white data-com with screwless wall plate enables a keystone

connection for high-speed internet, cable or satellite TV. The wall plate works with most snap-in inserts and

mounts flush to the wall.

Specifications:

Wall Plate Material: Thermoplastic

Number of Gang: 1

Application Type: Phone and Data

Wall Plate Configuration: Audio and Video

Dimensions: 4.69 in. H x 2.94 in. W x .27 in. D

Features:

Screwless Decorator Wall Plate

Supports Keystone Connection

Compatible with most snap-in inserts

Flush mount design

Warranty Information: For warranty details, please visit www.enerlites.com

Product Usage Instructions

1. Select the appropriate model of Enerlites Data-Com with Screwless Decorator Wall Plate based on your

requirements (SI8871, SI8872, SI8873, SI8874, or SI8876).

2. Ensure you have the necessary snap-in inserts for your desired connections (high-speed internet, cable,

http://www.enerlites.com


satellite TV, etc.).

3. Locate the desired installation location on the wall and ensure it is suitable for mounting the wall plate.

4. If needed, prepare the wall surface by removing any existing wall plate and ensuring a clean and level

installation area.

5. Take the Enerlites Data-Com with Screwless Decorator Wall Plate and align it with the mounting holes on the

wall.

6. Securely attach the wall plate to the wall using appropriate screws or mounting hardware (not included).

7. If required, insert the snap-in inserts into the corresponding ports on the wall plate for your desired connections.

8. Ensure all connections are secure and properly seated in the snap-in inserts.

9. Verify that the wall plate is flush with the wall surface.

10. Test the connections to ensure they are functioning correctly.

Models

DESCRIPTION

Enerlites 1, 2, 3, 4, and 6 port white data-com with screwless wall plateenables a keystone connection for high-
speed internet, cable or satellite TV. The wall plate works with most snap-in inserts and mounts flush to the wall.

SPECIFICATIONS AND FEATURES



SPECIFICATIONS

Wall plate material……………………………………………………………………….Thermoplastic

Number of Gang…………………………………………………………………………………………..1

Application Type………………………………………………………………………Phone and Data

Wall Plate Configuration……………………………………………………………Audio and Video

Dimensions………………………………………………………4.69 in. H x 2.94 in. W x .27 in. D

FEATURES

Provides a keystone connection for high-speed internet, home theater, cable and satellite TV, DVR, receiver

and surround sound

Fill with 1 or more Enerlites snap-in insert (sold separately)

Put blanks in unused ports for future expansion

Flush mount on a standard 1-gang wall box or mounting bracket

Mounting screws included

INSTALLATION

Separate the wall plate into 2 parts, the decorator insert and wall plate

Snap keystone into back of wall plate insert

Screw wall plate insert into low voltage mounting bracket (sold separately)

WARRANTY INFORMATION

This device is warranted to be free of material and workmanship defects for 1 year from the date of purchase.
Original receipt or proof of purchase from an authorized retailer must be presented upon warranty claim. ALL
claims must be verified and approved by Enerlites, Inc. Warranties from other Enerlites products may vary. This
warranty is nontransferable and does not cover normal wear and tear or any malfunction, failure, or defect
resulting from misuse, abuse, neglect, alteration, modification, or improper installation.

To the fullest extent permitted by the applicable state law, Enerlites shall not be liable to the purchaser or end user



customer of Enerlites products for direct, indirect, incidental, or consequential damages even if Enerlites has been
advised of the possibility of such damages. Enerlites’ total liability under this or any other warranty, express or
implied, is limited to repair, replacement or refund. Repair, replacement or refund are the sole and exclusive
remedies for breach of warranty or any other legal theory.

© 2018 Enerlites Inc.
CA, U.S.A.
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