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Safety Instructions

The appliance shall be installed by a qualified person in accordance with the regulations in force to keep the warranty applicable.
The  anufacturer
shall not be held responsible for damages arising from procedures carried out by unauthorized persons which will also void the
warranty.
It is customer’s responsibility to prepare the location the appliance shall be placed on and to have the electrical installation
prepared. Before calling
Authorized Service, make sure the electrical infrastructure is suitable. If it is not, call a qualified electrician and fitter to have the
required arrangements made.
The rules in local electrical installation standards shall be followed during product installation.
Remove all packaging materials and documents inside the appliance and check for any damage on the appliance before the
installation. Do not  have it installed if the appliance is damaged.
The product is heavy, carry the product with at least two people.
Make sure that the user cannot reach the electrical connections after the installation.
Failing to install the screws and securing equipments in accordance with the guide may cause electrical danger.
Parts that you may be in touching distance during the installation may have sharp edges and may cause cut injuries. Therefore
always wear protective gloves during transport and installation.
Disconnect electrical connections in the area of installation before starting the installation.
Surfaces of the furniture that the appliance shall be installed shall be heat resistant (100 °C minimum).
Make sure that the furniture is in straight, horizontal position and that it is fixed before the installation of the appliance.
Do not install heat insulation strips to the furniture that the appliance shall be installed.
The air to be expelled from the product should not be fed into a chimney used by other appliances burning gas or other fuels. (not
applicable for appliances that discharge air back into the room).
Legislation regarding the evacuation of air must be complied with.
Poisoning Danger! While the appliance is operating, air is drawn from the whole house. If adequate ventilation is not provided, air
flow occurs and the waste and toxic gases released as a result of combustion in the house are reabsorbed. Do not operate the
product together with products that provide air circulation and may emit toxic gas (wood, gas, oil and coal stoves, boilers, water
heaters, etc.).
Have the adequacy of your building’s ventilation and chimney system checked by authorized persons.
If there is another appliance operating with energy other than electrical energy in the same environment with ventilation, the
negative pressure in the room should be at most 0.04 mbar so that the exhaust of the other appliance is not drawn back into the
room by the ventilation.
Dimensions given in installation diagrams are in mm.
The air to be expelled from the ventilation should not be fed into a chimney used by other appliances burning gas or other fuels.
(not applicable for appliances that discharge air back into the room).
Legislation regarding the evacuation of air must be complied with.
Oil sludges may form on metal oil filters. For that reason, there should not be any flame near the product. In addition, installation
of the product near a heating equipment using solid fuel is only permitted if there is a nonremovable closed cover to prevent



sparks.
Our company shall not be responsible for problems that arise for not observing any of the warnings above.
The product manufacturer does not accept any responsibility for the defects caused by the ventilation pipes used in the
installation.
The air outlet pipe to be used should be as short as possible, straight and should have a large diameter.
Long air outlet pipes, multiple pipe bends or small pipe diameters reduce ventilation performance and increase fan noise.
The air outlet pipe must be made of non-combustible material.
The air outlet pipe should be installed with an inclination of 1 degree to prevent the return of condensation.

Product dimensions (Figure 1)

Pay attention to the product dimensions. Consider its suitability with your furniture.
Your product is suitable for 3 different types of installation according to the suitability of your furniture. A, B, and C type installations
are described respectively.
A: Installation without internal circulation shaft
B : Installation with internal circulation shaft
C : Installation with external circulation

A type installation (Installation without internal circulation shaft)

Preparation of the furniture on which installation will be made: (Figure A2)
Prepare your furniture according to the dimensions presented in Figure A2. Cut dimensions for flush-fit installation are also indicated in
Figure A2.

Steps for A type installation

Remove the tape on the countertop plastic described in Figure A3, and place it in its slot on the back of the hob as shown in the
figure.
Completely remove the drawers of your furniture and place your stove in its place on your furniture. (Figure A4)
Stick the countertop plastic on the wall by pulling it towards the wall through the gap you have opened in your furniture. (Figure
A5)
Put your drawers back in place. (Figure A6)
Remove the metal oil filter by pulling it upwards. (Figure A7)
Remove the liquid collection chamber as shown in the figure A7.
Place two units of active carbon filters to right and left as shown in figure A8.
Place back the liquid collection chamber as shown in the figure A9. Complete the installation by placing back the metal oil filter.

B type installation (Installation with internal circulation shaft)

Preparation of the furniture on which installation will be made: (Figure B2)
Prepare your furniture according to the dimensions presented in Figure B2. Cut dimensions for flush-fit installation are also indicated in
Figure B2. You need to obtain the plastic parts of the air guide described in this installation from the authorized service or authorized
dealers. These parts are not
supplied with the product.

Steps for B type installation

Place the ventilation corner plastic described in Figure B3 in its slot on the back of the hob as shown in the figure.
Completely remove the drawers of your furniture and place your stove by tilting it into its place on your furniture. (Figure A4)
Attach the long and corner plastics of ventilation that will direct the air to the bottom of the furniture, and attach them to the corner
plastic you  have attached to the back of the stove as shown in figure B5. In order to attach it to the corner plastic, you need to lift
the hob a little from the back. Ventilation plastic parts must have been mounted as shown in figure B6.
Attach the ventilation outlet bit to the ventilation corner plastic from the bottom of your furniture as shown in figure B7.
Put your drawers back in place. (Figure B8)
Remove the metal oil filter by pulling it upwards. (Figure B9)
Remove the liquid collection chamber as shown in figure B9.
Place two units of active carbon filters to right and left as shown in figure B10.
Place back the liquid collection chamber as shown in figure B11.
Complete the installation by placing back the metal oil filter.

C type installation (Installation with external circulation)

Preparation of the furniture on which installation will be made: (Figure C2)
Prepare your furniture according to the dimensions presented in Figure C2. Cut dimensions for flush-fit installation are also indicated in
Figure C2. You need to obtain the plastic parts of the air guide described in this installation from the authorized service or authorized
dealers. These parts are not supplied with the product.

Steps for C type installation



Place the ventilation corner plastic described in Figure C3 in its slot on the back of the hob as shown in the figure.
Completely remove the drawers of your furniture and place your stove by tilting it into its place on your furniture. (Figure C4)
Attach the long and corner plastics of ventilation that will direct the air to the bottom of the furniture, and attach them to the corner
plastic you have attached to the back of the stove as shown in figure C5. In order to attach it to the corner plastic, you need to lift
the hob a little from the back. Ventilation plastic parts must have been mounted as shown in figure C5.
Reach at your chimney using ventilation parts in accordance with its location.
Ventilation parts that you can obtain from authorized service or authorized dealers are given in the table on pages 12-13. The X1
column given in the table includes “Naber” company codes, the X2 column includes the codes of our authorized service.

Electrical connection of the appliance (Figure E)

Connect the appliance to a grounded outlet/line protected by a fuse that is compatible with the values in the “Technical
specifications” table. Have the grounding installation made by a qualified electrician while using the product with or without a
transformer. Our company shall not be liable for any problems arising due to the product not being earthed in accordance with
the local regulations.
Disconnect the appliance from the electric connection before starting any work on the electrical installation. Risk of electric shock.
The appliance may only be connected to the mains electricity connection by an authorized and qualified person. The
manufacturer shall not be held responsible for any damages that may occur as a result of operations performed by unauthorized
persons.
The appliance must be installed in a way that it can be completely disconnected from the mains supply. The disconnection shall
be provided by a switch built into the fixed electrical installation, according to the construction regulations.
The bottom surface of the cooker gets hot, too, when it is in use. Electrical connections shall not contact the bottom surface,
otherwise the
connections may be damaged.
Do not pass the connection cables over the hot surfaces. Otherwise, cable insulation may melt and cause fire as a result of short
circuit of the cooker. If the electric cable is damaged, it must be replaced by a qualified electrician. Otherwise there is a risk of
electric shock, short circuit or fire hazard!
While performing the wiring, you shall comply with the national/local electrical regulations and shall use the appropriate socket
outlet/line and plug for the cooker. In case the product’s power limits exceed the current carrying capability of plug and socket
outlet/ line, the product must be connected to the fixed electrical installation directly without using plug and socket outlet/ line.
Make sure that fuse rating is compatible with the product.
Connection must comply with national regulations.
The mains supply data must correspond to the data specified on the type label of the product. You may see the type label on the
bottom of the cooker.
Power cable of your product must comply with the values presented in “Technical specifications” section.
If the appliance shall be directly connected to the mains: If it is not possible to disconnect all poles in the mains supply, a
disconnection unit with
at least 3 mm contact clearance (fuse, line safety switch, contactor) shall be connected and all the poles of this disconnection unit
shall be adjacent to (not above) the appliance in accordance with IEE directives. Failure to obey this instruction may cause
operational problems and invalidate the product warranty.
Additional protection by a residual current circuit breaker is recommended.

If your appliance has a cord and plug:

Perform the electrical connection of your appliance by plugging it to a grounded socket.

If your appliance has a cord, but does not have a plug:

Connect your appliance to the mains as specified below as per the cord type. The cord type of your appliance is specified in the
“Technical Specifications” section of the operation manual.

If your cord type is 3-conductor type, for 1-phase connection:

(BRW) Brown = L (Phase)
(BLU) Blue = N (Neutral)

(GR/YE) Green/yellow wire = (E) 

(Earthing)
If your cord type is 5-conductor type, for 1-phase connection:
For single phase connection

(BRW/BLA) Brown/Black = L (Phase)
(BLU/GRE) Blue/Grey = N (Neutral)

(GR/YE) Green/yellow wire = (E) 

(Earthing)
If your cord type is 5-conductor type, for 2-phase connection:



(BRW) Brown = L1 (Phase)
(BLA) Black = L2 (Phase)
(BLU/GRE) Blue/Grey = N (Neutral)

(GR/YE) Green/yellow wire = (E) 

(Earthing)
If your cord type is 4-conductor type, for 2-phase connection:

(BRW) Brown = L1 (Phase)
(BLA) Black = L2 (Phase)
(BLU) Blue = N (Neutral)

(GR/YE) Green/yellow wire = (E) 

(Earthing)
If your cord type is 5-conductor type, for 3-phase connection:

(BRW) Brown = L1 (Phase)
(BLA) Black = L2 (Phase)
(GRE) Grey = L3 (Phase)
(BLU) Blue = N (Neutral)

(GR/YE) Green/yellow wire = (E) 

(Earthing)
For the protection of the appliance against burning:

Make sure that the product plug is securely plugged into the outlet to avoid arcing.
Do not use damaged cables or extension cables.
Ensure there is no liquid or moisture on the socket where the product plug is connected.

Final inspection

After completing the installation, turn on the mains supply.
Read the operation manual for the first operation of the appliance.
Ensure that each cooking hob heats and ventilation works.
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