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Thank you for your purchase

Thank you for purchasing T41, this is an electric bicycle for riding
without chains.
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11Package content

Assemble the electric bicycle User Manual  Legal Notices

tool charger

& =

1| AR A T \ |
IR ] ] ===\ /
om VA (AR X//

Please check the items in the package carefully. If any items are missing or damaged,
please contact customer service for support.
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21Product Overview

Power off brake

Speed up
Display instrument

6 Comfortable cushion

Folding buckle

LED headlight
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Disc brake

Pedal

Battery level
display

Gear display

Power button

The battery power is indicated by the four power indicators on the control panel. As the power is
consumed, the indicator will change from steady to blinking, and finally from off to off. When all four
power indicator lights are on, the battery charge is between 100% and 76%; when the three lights are on
and one light is blinking, the battery charge is between 75% and 51%, and so on . When the bottom power
indicator flashes, it indicates that the power supply is insufficient. Please charge as soon as possible for
future use. After the battery is exhausted, all the lights will go out and the electric bike will coast until it
stops completely.

1-3 represents three gears. The first gear is the slowest and the third gear is the fastest.

Press and hold the key to turn on / off the power.

With the power on, short press the key once to turn the lights on / off.
Thefirstbuttonontheinstrumentisthestart/stopbutton,andthesecondbuttonis: 07
The"M"keyisthespeedbutton,Theridingspeedisdifferentwitheachpress.0-1-2-3gear,0
gearisnopower,turningthethrottleelectrichikeisnotpower.Switchthespeedgearaccording totheridingspeed.



27Assembly and setting 31Charge the bicycle

1.Keep the lower riser in a vertical state and lock 2. Lock the body folding buckle
the folder, then adjust the upper riser to a proper
height and then lock the clamp

Lift the rubber plug in the power After charging,
cover adapter, and plug replace the rubber
itinto the charging  cover
port

3.Adjust the seat tube to a suitable height, and then tighten the caliper. When A Whether the group is installed or not. often press
the seat tube still sways or slides down when the locking clamp is encountered, the industrial power source button to éhECk

you can hold the screw end of the clamp with one hand and turn the handle
of the clamp to adjust the tightness with the other hand.

1.Turn on the electric car, and then 2.Step on one foot with one foot and keep
check the remaining power the other foot on the ground
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4 After releasing the accelerator or active brake,
the motor will suspend to provide power
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51Safety instructions
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5.When turning, tilt your body to the steering
direction, then slowly turn the handlebar

/\ Pay attention to doors, elevators and
other obstacles

gy eIl
_'.' L —I

A

’.-’

. Y s

A When crossing speed bumps, elevator thresholds,and other uneven

“*— surfaces, keep the speedbetween 3.1 and 6.2 km. Bend your knees slightly,

keeping your body as close to the rear wheel as possible to better adjust
the mentioned surface

/! Don't accelerate when going downhill
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